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é/ PJM Interconnection, LLC
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é/ PJM States with RPS

State Renewable Portfolio Standards (RPS) require suppliers to utilize wind and
other renewable resources to serve an increasing percentage of total demand.

State RPS Targets:

X NJ: 22.5% by 2021

It MD: 20% by 2022

1 DE: 25% by 2026

X DC: 20% by 2020

It PA: 18%* by 2020

X IL: 25% by 2025

It OH: 25%** by 2025

X NC: 12.5% by 2021 (IOUs)
WV: 25%** by 2025
MI: 10% + 1,100 MW by 2015
VA: 15% by 2025
IN: 10% by 2025

¥ Minimum solar requirement
** Includes separate tier of “alternative” energy resources

. State RPS
|:| State Goal

DSIRE: www.dsireusa.org December 2011
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http://www.dsireusa.org/

é/ Projected Renewable Energy Requirements in PJM

By 2026: 133,000 GWh of renewable energy, 13.5% of PJM annual net energy
(41 GW of wind and 11 GW of solar)

Wind and Solar Requirements in PJM (MW)
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= 4 Proposed Generation (MW) in PJM

Non-Renewable,
45,825

Solar Photovoltaic, 3,576

Biomass, 427

Hydro, 306
Wood, 115 Other Renewables, 374
Storage, 111 Captured Methane, 148

As of January 4, 2012
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Proposed Renewable Generation in PJM

Renewable Energy

@® Biomass
Hydro
@ Methane
@ Solar
Wind
@ Wood
Other
PJM Zone

As of January 4, 2012

PIM©2012




Increasing Wind Penetration in PJM
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Increasing Solar Penetration in PJM

‘é/ (Surpassed 1,000 MW in May 2012)
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é/ Impact of Increasing Renewable Penetration

Increasing variability and uncertainty:

« Minute-to-Minute |
.. . = |. i N
— Additional generation needed 3 )i \\
to provide regulation gl | N\
."’ T 1‘. *
° I n t r a_ H O u r ° l?l'ime u-ln:jr of the Elay: *
. RMMH' /v-
— Conventional generators Serontemindes  Le38 00T " Schading
. L ours y
must adjust output A o
JAVAVAVAVAVAVAE
¢ Day A h ead Unit Commitrrant;
Days
- ForecaSt errors Cause Over- Fig. 2. Time scales for grid operations [1].

or under-scheduling
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Y Variability of Solar PV
4.6 MW TEP Solar Array (Arizona)
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Source: Carnegie Mellon University
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é/ Impact of Increasing Renewable Penetration

ISOs and RTOs reduce costs associated with variability and uncertainty:

Characteristic Impact to Renewable Integration Cost

Larger balancing areas * Reduces overall increase in variability
« Less regulation and ramping service

required
Faster markets, i.e., « Lessregulation required to
shorter scheduling accommodate intra-hour variations

intervals (5-15 minutes)

Larger geographic area « Increases wind and solar diversity and
reduces overall variability

Centralized wind and « Cost-effective approach to reduce
solar power forecasting scheduling impacts
Regional / Interregional « Cost-effective upgrades to ensure grid

Transmission Planning reliability and mitigate congestion
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=~ % Grid Interconnection Standards under Review
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- 4 Conflicting Grid Interconnection Standards

FERC Order 661A |IEEE Standard 1547

Low Voltage Ride-Through Anti-islanding Requirements

« Generator must remain in
service (with close to pre-
disturbance output)

following: V < 50 0.16
. Normally cleared 3-phase

faults to a max. 9 cycles (TOP S0 =V <88 2.00

to provide clearing time) 110 < V < 120 1.00
. 1-phase faults with delayed

clearing V2120 0.16

. TOP provided post-fault
voltage recovery

(Must not TRIP Requirement) (Must TRIP Requirement)
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é/ Distributed Generation Needs to Remain Online
through Momentary Low Voltage Conditions

Voltages below 0.5 P. U. for a 500 kV fault
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B/ |[EEE Std. 1547 - Draft Recommended Changes
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é/ PJM Initiatives to Address Operational and Reliability Impacts

* Intermittent Resource Task Force (IRTF)

— Stakeholder group to address market, operational, and reliability issues
specific to variable resources.

« Energy Markets / Operations
— Implemented a centralized wind power forecast service.
— Implemented changes to improve wind resource dispatch / control.
— Demand Response / Price Responsive Demand improves operational
flexibility
« Ancillary Service Markets

— Implemented tariff changes to allow Energy Storage Resources to
participate in PJM ancillary services markets

— Frequency Regulation - new methodology to compensate better
performing resources (like storage), per FERC Order No. 755

— Reduced minimum size for participating resources from 1MW to 100kW.
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=~ % PJM Initiatives to Address Operational and Reliability Impacts

 Transmission Planning
— Light load criteria implemented to improve grid reliability
— Expansion planning considers public policy impacts (i.e., RPS)
— Grid interconnection requirements for wind and solar being evaluated

« Evaluating Potential Grid Impacts

— Initiated a PJM Renewable Integration Study (PRIS) to assess impacts
to planning, markets, and operations

« Advanced Technology Research Program

— Pilot programs are underway across the PJM footprint to evaluate new
technologies and remove barriers to participation in PJM markets and
operations.
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PJM ATRP Program

Intelligent Generaion, Combination

Pilot - Chicago, IL [IE GM OnStar, PHEV - Detroit, Ml & [ Peri GridMax.
pC” ’ Ashlawn, Flow Battery Storage - PRD/Standards
* ; Painesville, OH - Newark, NJ

4 VCharge, Combination Pilot -

Northley Island (Princetown Power), East Stroudsburg, PA

| Storage & Renewables- Chicago, IL

SolarCity & Tesla AES, Battery Energy Storage -
Motors - Milford, PA Laurel Mt., VA

Duke Envision Center - q?/ > , Timber Rock, Battery Storage

Erlanger, KY e Gt & Renewables - White Marsh, MD

Sunverge, IPKeys/WaImart ;
Renewables - VF, PA égt;matggerDoRé?:EglnS Xtreme Power, Combination
Steffes Thermal Energy Storage - 4 9y P )| Pilot - Delmarva Peninsula

Valley Forge, PA \ ;‘;? Zo Network Demo,

PRD - VF PA
Smart Meters, Appliances & Buildings: AES 2 Y P Battery - F, PA
* Greenlet Tech. - VF, PA

* Open Energi, Thermal Storage / Demand ===
Response - VF, PA Viridity / SEPTA, Battery Energy
Storage - Phila., PA
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é/ FirmPV Project Description

« Solar + Storage = "FirmPV”

 Purpose: Evaluate costs, benefits, and
operating characteristics of coupling distributed,
behind-the-meter solar PV with battery storage

— Battery system being supported by California PUC
grant award

* 9.4 kW PV ground mounted array (SolarCity)
« 18 kWh Li-ion battery (Tesla Motors)

« 20-vr Power Purchase Agreement

SolarCity




Site Plan

(9.4 kW array)

Battery and inverters
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é/ Looking to the Future

* Flexible resources will be needed to offset the impacts of
variable generating resources

 New market players:
— Price Responsive Demand
— Smart Grid Technologies

— Energy Storage Resources
« battery arrays
« flywheels
« compressed air energy storage
+ plug-in hybrid electric vehicles (PHEVS)

« Grid Interconnection Standards will need to be updated to
ensure reliability with greater market penetrations
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= 2 Additional Information

 For more information about PJM’s initiatives:

— Exploring Tomorrow’s Grid: New developments and
technologies to advance the grid:
http://pjm.com/about-pjm/exploring-tomorrows-grid/smart-
grid.aspx
— Renewable Energy Dashboard: See how PJM is
working to bring renewable energy to the grid:
http://pjm.com/about-pjm/renewable-dashboard.aspx
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